
HILPRESS UN-Presskopf

Bedienungsanleitung Artikel-Nr. 12300
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Pressbereich:

6-kt-Pressung 10 - 400 mm2

Rohrkabelschuhe “Normalausführung“

6-kt-Pressung 16 - 630 mm2

Presskabelschuhe DIN 46235

Komplett mit Schnellverschlusskupplung
Kraft: 250 kN
Druck: 700 bar
Gewicht: 5,3 kg
Länge: 310 mm
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Bedienungsanleitung

Ersatzteilliste

Handhabung
• Querbolzen herausziehen
• Presseinsätze in den Presskopf einlegen
• Querbolzen bis zum Anschlag durch die Bohrung des oberen Einsatzes führen

ACHTUNG!
Ein unvollständig eingeführter Querbolzen kann zur Beschädigung des Werkzeuges führen.

Benennung Nr. Stück
Zylinder 1 1

Gabelkopf 2 1

Kolben 3 1

Führung 4 1

Querbolzen 5 1

Feder 6 1

Nutring 7 1

federndes Druckstück 8 1

Gewindestift 9 1

Spanstift 10 2

Schraube 11 2

Halteband 12 1
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HILPRESS compression UN-head

Operating manual Article-No. 12300
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crimping range:

hexagonal 10 - 400 mm2

tubular-cable-lugs

hexagonal 16 - 630 mm2

tubular-cable-lugs acc. to DIN 46235

Complete with quickcompling
Force: 250 kN
Pressure: 700 bar
Weight: 5,3 kg
Length: 310 mm
With hydraulic-cylinder for connecting to
hydraulic-pumps

3



© HILPRESS GmbH HamburgG
R

 0
9/

16

Operating manual

Ersatzteilliste

Handling
Pull out the cross-bolt and put in the die-sets in the compression-head. Insert the cross-bolt in the upper
hole till stop dog.

ATTENTION!
The compression-head will be damaged, when the cross-bolt is incoumpletely inserted.

Discription No. pcs.
cylinder 1 1

fork head 2 1

piston 3 1

guide bush 4 1

cross bolt 5 1

spring 6 1

lip seal 7 1

pressure spring 8 1

set screw 9 1

dowel pin 10 2

screw 11 2

fastener 12 1
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